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AMERICAS Seagate Technology LLC   920 Disc Drive, Scotts Valley, California 95066, United States, 831-438-6550
 ASIA/PACIFIC Seagate Singapore International Headquarters Pte. Ltd. 7000 Ang Mo Kio Avenue 5, Singapore 569877, 65-6485-3888
EUROPE, MIDDLE EAST AND AFRICA Seagate Technology SAS 16–18 rue du Dôme, 92100 Boulogne-Billancourt, France, 33 1-4186 10 00

1 One gigabyte, or GB, equals one billion bytes and one terabyte, or TB, equals one trillion bytes when referring to hard drive capacity.

Specifications 1TB1 750GB1 500GB1 320GB1 250GB1 160GB1

Model Number ST31000524AS ST3750525AS ST3500413AS ST3320413AS ST3250312AS ST3160316AS

Interface Options SATA 6Gb/s NCQ SATA 6Gb/s NCQ SATA 6Gb/s NCQ SATA 6Gb/s NCQ SATA 6Gb/s NCQ SATA 6Gb/s NCQ

Performance

Transfer Rate, Max Ext (MB/s) 600 600 600 600 600 600

Sustained Data Rate OD (MB/s) 125 125 125 125 125 125

Cache (MB) 32 32 16 16 8 8

Average Latency (ms) 4.17 4.17 4.17 4.17 4.17 4.17

Spindle Speed (RPM) 7200 7200 7200 7200 7200 7200

Configuration/Organization

Bytes per Sector 512 512 512 512 512 512

Reliability/Data Integrity

Contact Start-Stops 50,000 50,000 50,000 50,000 50,000 50,000

Nonrecoverable Read Errors per Bits Read 1 per 10E14 1 per 10E14 1 per 10E14 1 per 10E14 1 per 10E14 1 per 10E14

Annualized Failure Rate 0.34% 0.34% 0.34% 0.34% 0.34% 0.34%

Power Management

Startup Current +12V Peak (A, ±10%) 2.0 2.0 2.0 2.0 2.0 2.0

Operating, Average (W) <9.4 <9.4 <8.0 <8.0 <8.0 <8.0

Idle, Average (W) <5.0 <5.0 <5.0 <5.0 <5.0 <5.0

Environmental

Temperature (°C)
  Operating
  Nonoperating
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Shock (Gs)
  Operating: 2 ms
  Nonoperating: 1 ms
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Acoustics (bels – sound power)
  Idle
  Seek

 
2.5
2.7
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Physical

Height (in/mm) 1.02/26.1 1.02/26.1 0.78/20 0.78/20 0.78/20 0.78/20

Width (in/mm) 4.00/101.6 4.00/101.6 4.00/101.6 4.00/101.6 4.00/101.6 4.00/101.6

Depth (in/mm) 5.787/146.99 5.787/146.99 5.787/146.99 5.787/146.99 5.787/146.99 5.787/146.99

Weight (lb/kg) 1.4/0.64 1.4/0.64 1.2/0.54 1.2/0.54 1.2/0.54 1.2/0.54
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