17 INCH TOUCHSCREEN PC

FT17267410MW2G30G / 6920734017515
BLACK, 2GBYTE RAM, 30+GBYTE SSD (WORLD-MODEL)
FT17267410MW2G60G / 6920734017522

BLACK, 2GBYTE RAM, 60+GBYTE SSD (EUROPE-MODEL)
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SPECIFICATION

CASE (CM) L XW X H:
IP-PROTECTION CLASS / UV COATED
SCREEN DIAGONAL (INCH/CM):
DISPLAY ACTIVE SCREEN SIZE:
REFLECTION TYPE:

ASPECT RATIO:

PHYSICAL RESOLUTION:

COLOURS DISPLAYED:

BRIGHTNESS (CD/M2):

CONTRAST:

TYPICAL REACTION TIME TR/ TF (MS):

39.7 X 32.5 X 6.1

IP40

17/43.18

33.79 X 27.04

ANT| GLARE

4:3

1280 X 1024

16.7M

250

800:1

1,5; 3,5

VISUAL ANGLE HORIZONTA ; VERTICAL (°):160;160

BACKLIGHT / LIFETIME (HOURS):

WORKING POWER (V):

POWER CONSUMPTION (W):

STAND-BY-CONSUMPTION (W):

OPERATING TEMPERATURE (°C):

TOUCH PANEL:

TOUCH CONNECTOR:

TOUCH PANEL-DRIVER:

TOUCH LIFE (CONTACTS):

RESPONSE TIME TOUCH PANEL (MS):

SURFACE HARDNESS:

INPUT FORCE (G)/ VANDALISM SECURE:

SPEAKER:

PC-PART:

CPU :

FRONT SIDE BUS / CHIPSET:

MEMORY:

BIOS:

WATCHDOG TIMER

HARD DRIVE (SWAPABLE):

EUROPE / REST OF THE WORLD

GRAPHIC

CCFL /40,000

12

32

<1

0~+60

5-WIRE RESISTIVE

USB-TOUCH-CONNECTOR

WINDOWS, LINUX, MAC

35 000 000

<10

3H

20~ 150

2X 2W

ACTUAL LINUX UBUNTU PREINSTALLED,

FANLESS, NO MOVING PARTS

AUDIO-CHIP

NETWORK

EXTERNAL CONNECTORS:

INTERNAL I/O CONNECTORS:

INTEL® ATOM™ PROCESSOR N2600 (OPT. N2800)

800/1066MHZ / INTEL® NM10

1X2GBYTE DDR3 SODIMM

64MB FLASH ROM, UEFI AMI BIOS, PNP,

DMI 2.0, FM 2.0, SM BIOS, ACPI 3.06

{1~255 STEPS BY SOFTWARE PROGRAM)

WAKE ON LAN/PCE (WOL, PXE)

60GBYTE SSD / 30GBYTE SSD

AMD HD7410M WITH 512M MEMORY

EXPANSION SLOTS:

REALTEK 887 8CHANNEL HIGH DEFINITION

AUDIO CODEC, AUDIO AMPLIFIER EUA 2012A

5.1 CHANNEL HIGH DEFINITION AUDIO CODEC

2X REALTEK PCIE GB LAN 8111F

1X HDMI PORT

4X USB 2.0, 2X COM PORT (1X RS232/485;

5V/12V; 1X INTERNAL CONNECTED)

2X10/100/1000MBIT RJ45 PORTS

AUDIO-IN/AUDIO-OUT

2X W-LAN-ANTENNA CONNECTORS

POWER ON/OFF

2X 12V DC-IN {(1X SCREWABLE)

1X ESATA-PORT

1XVGAPIN HEADER

1X 12V DC POWER CONNECTOR (2-PIN)

2X S-ATA 300MB/S PORTS, 1X SSD CONNECTED,

1X ESATA, 1X 4-PIN SATA POWER CONNECTOR

1X PS/2 KEYBOARD/MOUSE CONNECTOR (6-PIN)

1X USB 2.0 HEADER SUPPORTS ADDITIONAL

2 USB 2.0 PORTS (1X FOR TOUCH FUNCTION)

3X RS232 COM CONNECTORS (1 EXTERNAL)

1XLVDS CONNECTOR (FOR PANEL)

1X 5-PIN LCD POWER CONNECTOR (FOR PANEL)

1X 4-PIN (2X2W) AUDIO AMPLIFIER CONNECTOR

1X LINE-OUT / MIC-IN AUDIO PIN HEADER

(AAFP, EXTERNAL CONNECTED)

1X S/PDIF OUTPUT PIN HEADER

1X 8-BIT DIGITAL I/O INTERFACE (4-IN /4-OUT)

1X CHASSIS FAN CONNECTOR

2X MINI CARD SLOTS WITH PCIE AND USB

INTERFACE (1X FULL HEIGHT WITH SIM, W-LAN

INTEL4965A,B,G,N CARD INSTALLED)

CARD INTERFACE, 1X HALF HEIGHT)

1X PCIEX1 STRADDLE CONNECTOR

COM1 SWITCHABLE BETWEEN RS232/RS485; 5V/12V VIA BIOS-SETTING

DRIVER

WINXP, WIN7, WINS; LINUX; 32BIT/64BIT



