
faytech 19” OpenFrame Touchscreen PC (English)

faytech´s Aluminium Touch PC series consists of flat, sturdy Touch PCs with numerous connectors and

application possibilities.

faytech´s Touch PCs are distinguished from standard PC systems by a silent operation and greater

stability, particularly through the robust aluminum housing and by the lack of moving parts.

faytech´s Touch PCs are perfect for the use in industrial application, in the POS, in the machine control,

building automation, digital signage and many other application fields.

Features:

•High-quality, sturdy aluminum housing

•Out of the box working X86 architecture, Linux operating system pre-installed

•Consumer and industrial interfaces (USB 2.0, RS232, RS485)

•2 10/100/1000 Mbps network ports, Wi-Fi (a, b, g, n) integrated

•Resistive touch screen for productive working

•audio amplifier with 2x2W speakers

•additional screwed power plug, no moving parts

•VESA 100 bracket for mounting

•as open frame or closed case
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faytech article / name: FT 192XOF 19" OpenFrame Touchscreen PC

case (cm) L x W x H: 40.06 x 32.40 x 5.30

Screen diagonal (Inch/cm): 19/48.26

Display active screen size: 37.63 x 30.11

reflection type (glare / anti glare) Anti Glare

Gross weight (inclusive cartonage, kg): 6.15

Net weight (kg): 4.55

Aspect ratio: 4:3

Physical resolution: 1280x1024

Colours displayed: 16.7M

Brightness (cd/m2): 250

Contrast: 1000:1

Typical reaction time Tr/ Tf (ms): 2.5;2.5

Visual Angle horizontal; vertical (°): 170;160

Backlight / Backlight Lifetime (hours): CCFL / 40,000

Working power (V): 12

Power consumption (W): 38

Stand-By-Consumption (W): <1

Operating temperature (°C): 0~+60

Touch Panel: 5-wire resistive

Touch Connector USB-Touch-connector (PC internal connected)

Touch Panel-driver: Windows, Linux, Mac

Touch life (contacts): 35 million touch in 1 location without failure

Response time Touch Panel (ms): < 10

Surface hardness: 3H

Input force (g) / vandalism secure: 20 ~ 150

speaker: 2x 3W

PC-PART actual Linux Ubuntu preinstalled, fanless, no moving parts

CPU Intel® Atom™ processor N2600 (optional N2800)

Front Side Bus 800/1066MHz

Chipset (North/South Bridge) Intel® NM10

Memory 1x2GByte DDR3 SODimm

BIOS 64Mb Flash ROM, UEFI AMI BIOS, PnP, DMI 2.0, Wfm 2.0, SM BIOS, ACPI 3.06

Watchdog Timer (1~255 steps by software program) ●

Wake On LAN/PCE ● (WOL, PXE)

Hard Drive (swapable)

Europe 60GByte SSD

rest of the world 30GByte SSD



Graphic AMD HD7410M with 512M memory

Audio-Chip Realtek 887 8channel high definition audio codec, Audio Amplifier EUA 2012A

5.1 Channel High Definition Audio Codec ●

Network 2 x Realtek PCIe Gb LAN 8111F

External Connectors 1x HDMI port

4x USB 2.0, 2x COM port (1x RS232/485; 5V/12V; 1x internal connected)

2x10/100/1000Mbit RJ45 Ports

Audio-In/Audio-out

2x W-LAN-Antenna connectors

Power On/Off

2x 12V DC-In (1x screwable)

1x eSATA-port

Internal I/O Connectors 1 x VGA pin header

1 x 12V DC power connector (2-pin)

2x S-ATA 300MB/s ports, 1x SSD connected, 1x eSATA

1 x 4-pin SATA power connector

1 x PS/2 keyboard/mouse connector (6-pin)

1 x USB 2.0 header supports additional 2 USB 2.0 ports (1x for touch functionality)

3 x RS232 COM connectors (1 external connected)

1 x LVDS connector (used for panel)

1 x 5-pin LCD power connector (used for panel)

1 x 4-pin (2x2W) audio amplifier connector

1 x Line-Out / Mic-In audio pin header (AAFP, external connected)

1 x S/PDIF output pin header

1 x 8-bit Digital I/O interface (4-in /4-out)

1 x Chassis Fan connector

Expansion Slots

2 x Mini Card slots with PCIe and USB interface (1 x Full Height with SIM, W-LAN

Intel4965a,b,g,n card installed)

card interface, 1 x Half Height)

1x PCIeX1 Straddle connector

COM1 switchable between RS232/RS485; 5V/12V

via BIOS-setting
●

Driver WinXP, Win7, Win8; Linux; 32Bit/64Bit

Article-number / EAN-codes

Black, 2Gbyte RAM, 30+Gbyte SSD (World-model) FT19267410MW2G30GOF / 6920734019700

Black, 2Gbyte RAM, 60+Gbyte SSD (Europe-model) FT19267410MW2G60GOF / 6920734019717



faytech 19” OpenFrame Touchscreen PC (Deutsch)

faytech´s Aluminium-Touch-PC-Serie besteht aus flachen, stabilen Touch-PCs mit zahlreichen

Anschlüssen und Einsatzmöglichkeiten.

faytech´s Touch-PCs zeichnen sich gegenüber Standard-PC-Systemen durch einen geräuschlosen

Betrieb und eine erhöhte Stabilität, insbesondere durch das robuste Aluminiumgehäuse und durch den

Verzicht auf bewegliche Teile, aus.

Damit eignen sich faytech´s Touch-PCs perfekt für den Einsatz im Industriebereich, im POS, in der

Maschinensteuerung, der Hausautomatisation, im Digital Signage Bereich und vielen weiteren

Anwendungsfeldern.

Features:

•Hochwertiges und stabiles Aluminiumgehäuse

•Sofort einsetzbare x86 Architektur, Linux-Betriebssystem vorinstalliert

•Consumer- und Industrieschnittstellen (USB 2.0, RS232, RS485)

•1 oder 2 10/100/1000MBit Netzwerkanschlüsse, W-Lan (a,b,g,n) integriert

•Resistiver Touchscreen für den Produktiveinsatz

•Audio-Verstärker mit 2x2W Lautsprechern

•Verschraubbarer Stromanschluss, keine beweglichen Teile

•VESA-100 Halterung für die einfache Befestigung

•als Open-Frame-Gehäuse oder als geschlossenes Gehäuse
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faytech-Artikel / Name: FT 192XOF 19" OpenFrame Touchscreen PC

Gehäuse (cm) L x H x T: 40.06 x 32.40 x 5.30

Bildschirmdiagonale (Zoll/cm): 19/48.26

Aktive Bildschirmgröße: 37.63 x 30.11

Reflektionsart Anti Glare

Brutto-Gewicht (inkl. Verpackung, kg): 6.15

Netto-Gewicht (kg): 4.55

Seitenverhältnis: 4:3

Physikalische Auflösung: 1280x1024

Anzahl darstellbare Farben: 16.7M

Helligkeit (cd/m2): 250

Kontrast: 1000:1

Typische Reaktionszeit Tr/Tf (ms): 2.5;2.5

Betrachtungswinkel horizontal; vertikal (°): 170;160

Hintergrundbeleuchtung / Lebensdauer in Stunden: CCFL / 40,000

Betriebsspannung (V): 12

Stromverbrauch (W): 38

Stand-By-Verbrauch (W): <1

Betriebstemperatur (°C): 0~+60

Touch-Panel: 5-wire resistive

USB-Touch-Anschluss (PC intern angeschlossen): USB-Touch-connector (PC internal connected)

Touch-Panel-Treiber: Windows, Linux, Mac

Lebensdauer Touch-Panel (Berührungen): 35 million touch in 1 location without failure

Reaktionszeit Touch-Panel (ms): < 10

Oberflächenhärtegrad: 3H

Druckstärke (g) / Vandalismussicherheit: 20 ~ 150

Lautsprecher: 2x 3W

PC-Part actual Linux Ubuntu preinstalled, fanless, no moving parts

CPU Intel® Atom™ processor N2600 (optional N2800)

Front Side Bus 800/1066MHz

Chipset (North/South Bridge) Intel® NM10

Arbeitsspeicher 1x2GByte DDR3 SODimm

BIOS 64Mb Flash ROM, UEFI AMI BIOS, PnP, DMI 2.0, Wfm 2.0, SM BIOS, ACPI 3.06

Watchdog Timer (1~255 steps by software program) ●

Wake On LAN/PCE ● (WOL, PXE)

Festplatte

Europa 60GByte SSD

Welt 30GByte SSD



Grafik AMD HD7410M with 512M memory

Audio Realtek 887 8channel high definition audio codec, Audio Amplifier EUA 2012A

5.1 Channel High Definition Audio Codec ●

Netzwerk 2 x Realtek PCIe Gb LAN 8111F

externe Anschlüsse 1x HDMI port

4x USB 2.0, 2x COM port (1x RS232/485; 5V/12V; 1x internal connected)

2x10/100/1000Mbit RJ45 Ports

Audio-In/Audio-out

2x W-LAN-Antenna connectors

Power On/Off

2x 12V DC-In (1x screwable)

1x eSATA-port

Interne I/O Anschlüsse 1 x VGA pin header

1 x 12V DC power connector (2-pin)

2x S-ATA 300MB/s ports, 1x SSD connected, 1x eSATA

1 x 4-pin SATA power connector

1 x PS/2 keyboard/mouse connector (6-pin)

1 x USB 2.0 header supports additional 2 USB 2.0 ports (1x for touch functionality)

3 x RS232 COM connectors (1 external connected)

1 x LVDS connector (used for panel)

1 x 5-pin LCD power connector (used for panel)

1 x 4-pin (2x2W) audio amplifier connector

1 x Line-Out / Mic-In audio pin header (AAFP, external connected)

1 x S/PDIF output pin header

1 x 8-bit Digital I/O interface (4-in /4-out)

1 x Chassis Fan connector

2 x Mini Card slots with PCIe and USB interface (1 x Full Height with SIM, W-LAN

Intel4965a,b,g,n card installed)

card interface, 1 x Half Height)

Erweiterungssteckplätze 1x PCIeX1 Straddle connector

COM1 schaltbar zwischen RS232/RS485; 5V/12V

via BIOS-Einstellung
●

Treiber WinXP, Win7, Win8; Linux; 32Bit/64Bit

Artikel-Nummern / EAN-Codes

Schwarz, 2GByte RAM, 30+GByte SSD (Weltmodell) FT19267410MW2G30GOF / 6920734019700

Schwarz, 2GByte RAM, 60+GByte SSD

(Europa-Modell)
FT19267410MW2G60GOF / 6920734019717


