
faytech Industrial PC (English)

The industrial PC was developed specially for use in the POS area. Its super slim design and with its

VESA-100 holes on the front and a VESA-100 mount on the back it can be installed between an existing

(Touch) Monitor (frontside) and swivel arm or pedestal (backside)-ideal to upgrade Touch Monitors to

Touch PCs.

Due to the robust aluminum housing, the additional screwed power plug and the lack of moving parts, the

Touch-PCs are suitable even for use in machineries where permanently vibration exits.

The system offers the following features:

• High-quality, sturdy aluminum housing

• Out of the box working X86 architecture, Linux operating system pre-installed

• Consumer and industrial interfaces (6xUSB 2.0, 4xCOM ports, RS232 and RS485)

• 2x 10/100/1000 Mbps network ports, Wi-Fi (a, b, g, n) integrated

• HDMI, VGA and LVDS connector for video output

• audio amplifier with 2x2W speakers

• additional screwed power plug, no moving parts

• VESA-100 holes on the front case for mounting, and additional VESA-100 holes on the back case for

mounting to swivel arm or stands.
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faytech article / name: FTIPC2X / Industrial PC

case (cm) L x W x H: 31.00 x 19.00 x 4.20

IP-protection class / UV coated IP40

Gross weight (inclusive cartonage, kg): 2.1

Net weight (kg): 1.5

Working power (V): 12

Power consumption (W): 18

Stand-By-Consumption (W): <1

Operating temperature (°C): 0~+60

speaker: 2x 2W

PC-PART actual Linux Ubuntu preinstalled, fanless, no moving parts

CPU Intel® Atom™ processor N2600 (optional N2800)

Front Side Bus 800/1066MHz

Chipset (North/South Bridge) Intel® NM10

Memory 1x2GByte DDR3 SODimm

BIOS 64Mb Flash ROM, UEFI AMI BIOS, PnP, DMI 2.0, Wfm 2.0, SM BIOS, ACPI 3.06

Watchdog Timer (1~255 steps by software program) ●

Wake On LAN/PCE ● (WOL, PXE)

Hard Drive (swapable)

Europe 60GByte SSD

rest of the world 30GByte SSD

Graphic AMD HD7410M with 512M memory

Audio-Chip Realtek 887 8channel high definition audio codec, Audio Amplifier EUA 2012A

5.1 Channel High Definition Audio Codec ●

Network 2 x Realtek PCIe Gb LAN 8111F

External Connectors 1x HDMI port

4x USB 2.0, 2x COM port (1x RS232/485; 5V/12V; 1x internal connected)

2x10/100/1000Mbit RJ45 Ports

Audio-In/Audio-out

2x W-LAN-Antenna connectors

Power On/Off

2x 12V DC-In (1x screwable)

1x eSATA-port

Internal I/O Connectors 1 x VGA pin header

1 x 12V DC power connector (2-pin)

2x S-ATA 300MB/s ports, 1x SSD connected, 1x eSATA

1 x 4-pin SATA power connector

1 x PS/2 keyboard/mouse connector (6-pin)



1 x USB 2.0 header supports additional 2 USB 2.0 ports

3 x RS232 COM connectors (1 external connected)

1 x LVDS connector

1 x 5-pin LCD power connector

1 x 4-pin (2x2W) audio amplifier connector

1 x Line-Out / Mic-In audio pin header (AAFP, external connected)

1 x S/PDIF output pin header

1 x 8-bit Digital I/O interface (4-in /4-out)

1 x Chassis Fan connector

Expansion Slots

2 x Mini Card slots with PCIe and USB interface (1 x Full Height with SIM, W-LAN

Intel4965a,b,g,n card installed)

card interface, 1 x Half Height)

1x PCIeX1 Straddle connector

COM1 switchable between RS232/RS485; 5V/12V

via BIOS-setting
●

Driver WinXP, Win7, Win8; Linux; 32Bit/64Bit

Article-number / EAN-codes

Black, 2Gbyte RAM, 30+Gbyte SSD (World-model) IPC267410MW2G30G / 6920734000418

Black, 2Gbyte RAM, 60+Gbyte SSD (Europe-model) IPC267410MW2G60G / 6920734000425



faytech Industrial PC (Deutsch)

Der Industrie-PC wurde speziell für den Einsatz im POS-Bereich entwickelt. Durch das extrem flache Design und

mit seiner VESA-100 Halterung auf der Vorderseite und einer VESA-100-Halterung auf der Rückseite kann er

zwischen vorhandenen (Touch-)Monitor (vorderseitig) und Schwenkarm oder Standfuß (rückseitig) befestigt

werden – ideal um z.B. Touch-Monitore zu Touch-PCs aufzurüsten.

Durch das stabile Aluminiumgehäuse, dem zusätzlich verschraubbaren Stromanschluss und dem Verzicht auf

bewegliche Teile eignet sich der PC selbst für den Einsatz in Maschinen, bei denen z.B. dauerhaft Vibrationen

vorherrschen.

Folgende Features bietet das System:

•Hochwertiges und stabiles Aluminiumgehäuse

•Sofort einsetzbare x86 Architektur, Linux-Betriebssystem vorinstalliert

•Consumer- und Industrieschnittstellen (6xUSB 2.0-, 4xCom-Ports, RS232+RS485)

•2x 10/100/1000 MBit Netzwerkanschlüsse, W-Lan (a,b,g,n) integriert

•HDMI-, VGA- und LVDS-Anschlüsse für die Bildausgabe

•Audio-Verstärker mit 2x2W Lautsprechern

•Verschraubbarer Stromanschluss, keine beweglichen Teile

•VESA-100 Halterung für die Befestigung direkt an einen vorhanden Monitor, rückwärtige VESA-100 Halterung

für die Befestigung an Schwenkarm oder Standfuß
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faytech-Artikel / Name: FTIPC2X / Industrial PC

Gehäuse (cm) L x H x T: 31.00 x 19.00 x 4.20

IP-Schutzklasse / UV-beschichtet IP40

Brutto-Gewicht (inkl. Verpackung, kg): 2.1

Netto-Gewicht (kg): 1.5

Betriebsspannung (V): 12

Stromverbrauch (W): 18

Stand-By-Verbrauch (W): <1

Betriebstemperatur (°C): 0~+60

Lautsprecher: 2x 2W

PC-Part actual Linux Ubuntu preinstalled, fanless, no moving parts

CPU Intel® Atom™ processor N2600 (optional N2800)

Front Side Bus 800/1066MHz

Chipset (North/South Bridge) Intel® NM10

Arbeitsspeicher 1x2GByte DDR3 SODimm

BIOS 64Mb Flash ROM, UEFI AMI BIOS, PnP, DMI 2.0, Wfm 2.0, SM BIOS, ACPI 3.06

Watchdog Timer (1~255 steps by software program) ●

Wake On LAN/PCE ● (WOL, PXE)

Festplatte

Europa 60GByte SSD

Welt 30GByte SSD

Grafik AMD HD7410M with 512M memory

Audio Realtek 887 8channel high definition audio codec, Audio Amplifier EUA 2012A

5.1 Channel High Definition Audio Codec ●

Netzwerk 2 x Realtek PCIe Gb LAN 8111F

externe Anschlüsse 1x HDMI port

4x USB 2.0, 2x COM port (1x RS232/485; 5V/12V; 1x internal connected)

2x10/100/1000Mbit RJ45 Ports

Audio-In/Audio-out

2x W-LAN-Antenna connectors

Power On/Off

2x 12V DC-In (1x screwable)

1x eSATA-port

Interne I/O Anschlüsse 1 x VGA pin header

1 x 12V DC power connector (2-pin)

2x S-ATA 300MB/s ports, 1x SSD connected, 1x eSATA

1 x 4-pin SATA power connector

1 x PS/2 keyboard/mouse connector (6-pin)



1 x USB 2.0 header supports additional 2 USB 2.0 ports

3 x RS232 COM connectors (1 external connected)

1 x LVDS connector

1 x 5-pin LCD power connector

1 x 4-pin (2x2W) audio amplifier connector

1 x Line-Out / Mic-In audio pin header (AAFP, external connected)

1 x S/PDIF output pin header

1 x 8-bit Digital I/O interface (4-in /4-out)

1 x Chassis Fan connector

2 x Mini Card slots with PCIe and USB interface (1 x Full Height with SIM, W-LAN

Intel4965a,b,g,n card installed)

card interface, 1 x Half Height)

Erweiterungssteckplätze 1x PCIeX1 Straddle connector

COM1 schaltbar zwischen RS232/RS485; 5V/12V

via BIOS-Einstellung
●

Treiber WinXP, Win7, Win8; Linux; 32Bit/64Bit

Artikel-Nummern / EAN-Codes

Schwarz, 2GByte RAM, 30+GByte SSD (Weltmodell) IPC267410MW2G30G / 6920734000418

Schwarz, 2GByte RAM, 60+GByte SSD

(Europa-Modell)
IPC267410MW2G60G / 6920734000425


