
Features 

Specifications Compatibility 

CPU Socket
Intel ® Socket  LGA775/ 1155/ 1156/ 1366

AM D Socket  754/ AM 3/ AM 2+/ AM 2

Over al l  Di mensi on 115(L)x68(W)x133(H)mm

Wei ght 465g

Rated Vol tage 12 VDC

Rated Cur r ent 0,09-0,15±0,02 Amp

Fan Speed (RPM ) 1000-1.800 RPM ±10%

M ax.A i r  Fl ow 29,31-52,76 CFM

Noi se Level 11-18dBA±10%

Bear i ng T ype Hydr aumat i c

EKL P / N 87000000002

Packagi ng Uni t 20pcs/ car ton

•All Intel® Socket 1366/1156/ 
                1155/775 CPU 

 Intel® Core™ i7 
 Intel® Core™ i5 
 Intel® Core™ i3 
 Intel® Core™ 2 Duo 
 Intel® Pentium® 4/ D 
 Intel® Celeron® 
 

• All AMD Socket 754/AM3/ 
            AM2+/AM2 CPU 

 AMD Phenom™  64 
 AMD Athlon™ 64 
 AMD Athlon™ X2 
 AMD Sempron™ 

•  4 ø6mm Heatpipes in a U-shape to provide 
excellent heat conduction  
 

•With 100mm 4Pin PWM ultra silent LED fan 
 

•  Gorgeous appearance with nickel plating 
 
•   Maximal Installation support of three Fans 
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