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Succeeding to its legend, the

CPU cooler, FENRIR, the EVO
forward its superior performance ©
TDP. Compare with the 1st ver
EVO, TTC-NK85TZ/CS2 (RB),
fan with nine kukri-shaped blat
lower noise level at 15dBA ©
mended to the gamers looking for overclocking
potential and an improved hushed operation. The
all-in-one socket support is compatible with most
Intel and AMD systems.
- - The War Machine, FENRIR EVO, utilizes unique
plating technology to create dual-color gradation of
heatsink allowing you to build your own cooling plat-
form.

lntalnlng a
hlghly recom-

Specifications

124 x l(u x 156 mm
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& 12cm ultra-silent fan with nine kukri-
shaped blades: compare with the 1st
version, the newly revamped fan is
perfect for comprehensive cooling

capacity and extremely noiseless

operation at 15 dBA only.

& 4 x 8mm heatpipes with Heat Pipe
Direct Contact feature: for rapider heat
conductivity.
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§ PwM intelligent fan controller:
provides an excellent balance between
high and low speed.

& High density fin design: large surface
for heat dissipation while overclocking.

& All-in-one socket support: compatible
with Intel LGA 775/LGA1156/LGA1366
and AMD K8/AM2/AM2+/AM3 systems.
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TTC-NK85TZ/CS2(RB) mOriginal Cooler
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¢ [fthere is no PWM function on the
motherboard, the 4 pin to 3 pin cable
could help reduce the noise
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Royal Grease is functioned as filling air
gaps to assist the fan draw heat away
immediately from the heat sink. Its
thermal resistance is up to 0.032°C/W

CPU Support

For Intel LGA 1366

« Intel Core™ (7 17-920~17-960

« Intel Core™ [7 Extreme Edition 17-960~17-980X

For Intel LGA 1156

« Intel Core™ i7 i7-840~i7-870

« Intel Core™ i5 i5-680~i5-750/i5-750S

- Intel Core™ i3 i3-530~13-540

For Intel LGA 775

- Core2 Duo up to~E8600

« Core2 Extreme up fo~QX9770 /X6800

- Core2 Quad up to~Q9650

- Pentium D up to~980

- Pentium Dual Core up to~ES500/E6500K

- Pentium Extreme up to~965

- Pentium 4 up to~672

« Pentium 4 Exfreme up to~3.73G Hz

- Celeron up to~345/E3300

For AMD K8/AM2Z/AM2+/AM3

- AMD Phenormn™ || X6 Black Edition 1090T

« AMD Phenom™ |l X6 10557

« AMD Phenom™ |l X4 B05-965/B93~B95/900e~705e
+ AMD Phenom™ Il X3 710-720/700e~705¢/B73~B75
« AMD Phenom™ || X2 545~555/B53~B55

« AMD Athlon™ || X4 620~635/600e~605e

- AMD Athlon™ || X3 425~440/400e~405e

« AMD Athlon™ || X2 215~255/235e~240e/B22-B24/250u~260u
« AMD Phenom™ X4 9500~-9950/9100e~9450e

+ AMD Phenom™ X3 8450~8750/8250e~8450e

- AMD Athlon™ X2 up to 6400+/7850/BE-2400/50580e
- AMD Athlon™ &4 up to 4000+/LE-1640

- AMD Athlon™ &4 FX up to FX-62

- AMD Sempron™ up to 3800+/140/LE-1300

- Quad-Core AMD Opteron™ up to 1389/12245E/1218HE
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