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Titan announces the
- \& - newest member to join its Fenrir Family
of heat pipe cpu coolers — Fenrir Siberia Edition TTC- | |
NC55TZ(RB). Fenrir-Siberia Edition combines vertical and ‘ : _ : ;'5 P\ X g m “ WY s ‘
horizontal low profile fins to disperse heat by sideway and BN A\ N Y
downward airflow (Up to 220W TDP). This provides a better

ambient temperature in an over clocking environment by

cooling the CPU and its surrounding components such as coolerdesign

RAM at the same time. Fenrir- Siberia Edition is equipped 2in 1 cooler design provides excellent

airflow through innovative downward
and sideways airflow.

with 12cm & 14cm silent Kukri fans to maintain low noise

levels and is compatible with most Intel and AMD systems.
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5x 8 mm double U shaped heat pipes
to maximize heat conductivity and
performance (220W TDP)

12 cm & 14cm Kukri shaped fan for
efficiency and silence

TITAN Technology Limited.

S S PEGIRIGATRONS-
Outline Dimension 200x130x162 mm TITAN Technology Limited
12cm/14cm Fan Dimension 120 x 120 X 25 mm 140 x 140 x25mm PESINEEE L EAHIgaC RCSTSONCOng Bist,
Rated Voltage 19V DC 12 VDC New Taipei City 241, Taiwan (R.O.C.)
M TEL : +886-2-8512 2868 FAX : +886-2-8512 3131
Rated Current 0.32A 04 A
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Rated Speed 800 x 25%~2200+£10%RPM  700£25%~ 1800 10%RPM G B B ot
Airflow 24.23~66.62 CFM 3478~89.43 CFM iR YRS EC T SRS =
Static Pressure 0.02~0.14 InchH20O 0.01~0.09 InchH2O An der Feuerwache 9,41836 Hlickelhoven, Germany
Noise Level <15~<35 dBA <8.3 ~<28.8dBA TEL : +49-2433-940180 FAX : +49-2433-9401899
Bearing Type Z-AXIS Z-AXIS E-mail : info@titan-cd.de
Life Time 60,000 Hours 60,000 Hours
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