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D Sempron™ up to 3800+/140/LE-1300
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' CPU,Temperature Comparison \
Intel Core™ i7 965

TTC-NK85TZ/CS2(RB) m Original Cooler

CPU Support

For AMD Socket K8/ AM2/AM2+/AM3

D Phenom™
D Phenom™
D Phenom ™
D Phenom™
D Phenom™
D At
D AT
D At
u~260u
D Phenom™ X4 9500~9950/9100e~9450e
D Phenom™ X3 8450~8/50/8250e~8450e
D At

DHTM
OnTM
OHTM

X6 Black Edifion 10907
X6 10651
X4 805~Q65/B23~B925/900e~%05e
X3 /10~720/700e~/05e/B/3~B/5
X2 545~555/B53~BdS

X4 620~635/600e~605¢e

X3 425~440/400e~405¢e

X2 215~255/235e~240e/B22~B24/

on™ X2 up to 6400+/7850/BE-2400/5050e
on™ 64 up to 4000+/LE-1640

on™ 64 FX up 1o FX-62

« Quad-Core AMD Opteron™ up to 1389/1224SE/

1218RE

ﬂ Intel LGA 1366

« Core™ |7 17-920~17-960

« Core™ |7 Extreme Edifion 17-960~17-980X
For Intel LGA 1156

« Core™ |/ 1/-860~17-870

« Core™ |5 15-680~15-750/15-750S

« Core™ |3 13-530~13-550
For Intel LGA 775

« Core2 Duo up to~E8600

« Core2 Extreme up to~QX9770/X6800

+ Core2 Quad up 1o~Q620

« Penfium D up to~960

» Pentium Dual Core up 1o~E6500/E6500K

« Pentium Extreme up 1o~695

« Penfium 4 up to~6/2

« Penfium 4 Extreme up to~3./73G Hz

» Celeron up to~365/E3300

1009-38

Succeeding to its legend, the TITAN heatpipe CPU
cooler, FENRIR, the EVO version carries forward Its
superior performance of targeting 160W TDP. Compal
with the 1st version, the FENRIR EVO, T 1C
NK85TZ/CS2 (RB), features a powerful fan with nine
kukri-shaped blades for maintaining a lower noise level
at 15dBA only. It is highly recommended to the gamers
looking for overclocking potential and an improved
hushed operation. The all-in-one socket support IS
compatible with most Intel and AMD systems. |

ing technology to create dual-color gradation of heat-
sink allowing you to build your own cooling platform.

0 12cm ultra-silent fan with nine kukri-shaped blac
0 4x8mm heatpipes
PWM intelligent fan controller

TTC-NK85TZICS2(RB)

h |

The War Machine, FENRIR EVO, utilizes unique pl ‘_

'

Specifications

Outline Dimension
Fan Dimension
Rated Voltage
Rated Current

Power Consumption
Rated Speed
Alrflow

Static Pressure
Noise Level

Bearing lype

Life Time

124 x 107 x 160 mm
120 x 120 X 25 mm
12V DC

0.32A

3.84W

800~2200 = 10%RPM
24.23~66.62 CFM
0.02~0.14 InchH20
<15~<35dBA

/-axis Bearing
60,000 Hours
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