
AN EXOTIC SUB-WOOFER HOUSING WITH 'OPERA' HOUSE LOOK AND FEEL DESIGNED SATELLITES WIRED 
TO A 'RED-HALO' ROTARY VOLUME CONTROL WITH INTEGRATED MP3-IN AND HEADPHONE-OUT JACKS 
SETS THE VISUAL AND AUDIO PALETTE ALIGHT

SPECIFICATIONS
Total power output : RMS 2 x 9W + 32W (THD=10%)

Signal to noise ratio (ampli�er) : ≥ 85dBA

Distortion : ≤ 0.5

Input Sensitivity : R/L: 550 +/- 50 mV (Line-in)

   300 +/- 50 mV (AUX)

  SW: 200 +/- 50 mV (Line-in)

  100 +/- 50 mV (AUX)

Frequency response : R/L: 190Hz ~ 20kHz

   SW: 30Hz ~ 130Hz

www.edif ier-international.comEdif ier International Limited | Room 2207-9, 22nd Floor, Lippo Centre, Tower II, 89 Queensway, Hong Kong

FEATURES
Wired low-pro�le rotary master volume controller with red LED ‘Halo’

 e�ect with built-in headphone and MP3 input jacks

Soft touch ‘standby/ON’ switch with ‘Halo’ red lighting located on

 the top of the subwoofer

Separate bass control located at rear of sub-woofer 

3.5mm input jack located at rear of subwoofer 

Magnetically shielded speaker drivers

 

“simply multimedia”

Color Available :


