
SPECIFICATIONS
Total Power output : RMS 8W x 5 + 30W (THD+N=10%)

Signal to noise ratio : ≥ 85 dB (A)

Distortion : ≤ 0.5%

Input type : FM/SD/USB/PC/AUX/5.1

Input sensitivity : Satellites :  5.1CH: 250mV ± 50mV (THD + N=1%)

    PC: 450mV ± 50mV (THD + N=1%)

    AUX: 300mV ± 50mV (THD + N=1%)

   Subwoofer : 5.1CH: 150mV ± 50mV (THD + N=1%)

         PC: 200mV ± 50mV (THD + N=1%)

       AUX: 150mV ± 50mV (THD + N=1%)

Adjustment : Master volume control, bass / treble trimmer on 

ampli�er and remote controller

Bass unit : 8 1/4 inch (210mm), magnetically shielded, 4Ω

Mid-range unit : 3 1/2 inch (92mm), magnetically shielded, 4Ω

Treble unit : 2 3/4 inch (72mm), silk dome tweeter, magneti-

cally shielded, 4Ω

Dimension : Subwoofer : 268 x 330 x 309 mm (W x H x D)

   Center satellite : 316 x 117 x 157 mm (W x H x D)

   FL/FR/SL/SR satellite : 116 x 203 x 160 mm (W x H x D)

Net weight : Subwoofer: approx 12.8kg; 

   Satellites: approx 8.3kg

FEATURES
Massive 8’’ front-�ring subwoofer driver, all wooden enclosure subwoofer with 

side porting provides a powerful bass performance

All wood 2-way passive satellites with 3’’ mid-range driver and 3/4’’ silk 

diaphragm guarantee a rich and clear audio content

LCD display for FM channel information, SUB/Front/CE/Rear/Bass/Treble 

trimmer information, master volume level

PC input on the back panel of the external power ampli�er

AUX input for other audio sources on the front panel of the external power 

amplif ier

Play MP3 and WMA audio �les from di�erent media on USB �ash drive and 

SD/MMC memory card

Nice stylish-looking remote controller with full functions
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“simply audio”


