
Reliable Wired Networking
Edimax Gigabit PCI adapters deliver high performance wireEdimax Gigabit PCI adapters deliver high performance wire
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Comprehensive Networking Approach
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User-friendly Setup CD Wizard and Driver* 
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FEATURES AND TECHNICAL SPECIFICATIONS
• Complies with IEEE 802.3, 802.3u, 802.3ab and 802.3x standards

• Supports IEEE 802.3x Full Duplex flow control to enhance through
• Supports IEEE 802.1Q VLAN Tagging 
• Includes a Setup Wizard program• Includes a Setup Wizard program

• Supports 10/100/1000Mbps Auto Negotiation and jumbo frame

• Easy Plug‐and‐Play installation ‐ auto setup of IRQ and I/O address
• Supports PCI 2.2 Wake On LAN function

• Supports Auto MDI/MDI‐X

• Supports 32‐bit, 66/33MHz PCI Local Bus Master for high speed op

• Compatible with Windows 98SE/ME/2000/XP/Vista and Mac OS 1

HARDWARE INTERFACE CO

PCI Interface 
One 10/100/1000 Mbps LAN port
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INSTALLATION KIT CH

Setup Wizard program with Driver setup R

SYSTEM  REQUIREMENTS BU

CPU: Pentium III 1G above or similar
Memory size: 256MB RAM
One CD-ROM drive
Hard Disk: Min. of 100MB disk space
One available PCI slot

P

One available PCI slot
OS: Windows 98SE/ME/2000/XP/Vista, Mac 10.4.x and up, or Linux 
OS

DIMENSIONS CE

125(W) x 121(D) x 22(H) mm C

TYPICAL SETUP DIAGRAM AND RELATED PROD

* Product features and specifications are subject to change
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0.4.x up, and Linux OS

OMPLIED STANDARDS LED Indicators

EEE 802.3, IEEE 802.3u, IEEE 802.3ab,  
EEE802.3x

Link
ACT (Activity)

HIPSET HUMIDITY

Realtek RTL8169SC Single Chip 10~90% (Non-condensing)

US ARCHITECTURE TEMPERATURE

PCI V 2.3/2.2/2.1, 32-bit, 66/33MHz 0~500C (320- 1220F)

RTIFICATIONS

CE, FCC Class B

DUCTS

e without notice.


